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5 kW Power Load

FEATURES

DP5C

®  Technology: Oil BC!SN DE[\TIAEOﬁ
®  Cooling: Oil Circulation + Forced Air

® Beo-Free

® NFC 96-315 and MIL-DTL-39030 Compliant

OPTIONS

® RF-Sensitive Fan Switch

SPECIFICATIONS

Code C-DP5C
5 s - g st Max RMS Input Power (2 5.0 kW
T | connector Frequency Range DC -1 GHz
Return Loss (VSWR) >26dB (1.11)
A Sefetyoop Inieriec Environmental Conditions -5 to +55 °C (+23 to +131 °F), IP60
Dimensions / Weight " 407x600x600 mm / 45 kg
[ &6 Power supply 230/240 V, 50/60 Hz, 700 VA (Default)
110/120 V, 50/60 Hz, 700 VA
245 ‘ﬂ Connectors ® Input
1+5/8” EIA Flange
3+1/8” EIA Flange
Options RF-Sensitive Fan Switch
) ™ Approximate, default configuration ® Other Connections available
e | P (12) Altitude < 1500 m (4.900 ft.), Free air, Ambient temp. < 25 °C (77 °F)
Power in kW
5 A

25 0 45
Ambient temperature in °C

50 55

Information contained in this datasheet is proprietary
Data subject to change without notice
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