
Information contained in this datasheet is proprietary 
Data subject to change without notice 118 

 

TUNING DATA (2) 4 m Band  FM Band 2 m Band   DAB Band 70 cm Band 

Tx, Rx Tx1, Rx1   Tx2, Tx3 Rx2, Rx3, Rx4   Tx7 

Tx4, Tx5, Tx6 

Tx8, Tx9 

Rx5, Rx6 

Frequency 77-78.3 MHz  87.5 - 108.0 MHz 168 - 172.8 MHz  188 - 230 MHz 412 - 423 MHz 

Max RMS Output Power 300 W 100 W 50 W 

Insertion Loss > 4 dB (Typ)  > 1.5 dB (Typ) < 8 dB (Typ)   < 1 dB (Typ) < 5 dB (Typ) 

Return Loss / VSWR > 26 dB / < 1.1 > 26 dB / < 1.1 > 26 dB / < 1.1 

Isolation 

  Tx ↔ Rx (any) 

  Rx ↔ Tx (any) 

  Tx ↔ Tx (Different Band) 

  Rx ↔ Rx (Different Band) 

  Tx ↔ Tx (Same Band) 

  Rx ↔ Rx (Same Band)  

 

> 75 dB 

> 75 dB 

> 75 dB 

> 75 dB 

> 30 dB  

> 30 dB 

 

> 75 dB 

> 75 dB 

> 75 dB 

> 75 dB 

> 30 dB  

> 30 dB 

 

> 75 dB 

> 75 dB 

> 75 dB 

> 75 dB 

> 30 dB 

> 30 dB 
(1) Default configuration   (2) Other Connectors/Options/Tunings available   (3) Altitude < 1500 m (4.900 ft.), free air, standard environmental conditions, non-adjacent channels 

FEATURES 

 Temperature Stabilization 

 DC Short 

 Interchangeable Connector System 

 Modular Frame System 

SPECIFICATIONS  

Code / Revision MS5X / A 

Frequency Range 70-500 MHz 

Max Operating Temperature (Body) 65°C (149°F) 

Environmental Conditions -5 to +55°C (+23 to +131°F), IP60 

Dimensions / Weight (1) 507x710x1460 mm / 116 kg (256 lb.) 

Connectors (2)  N Female  

7-16 Female (Default) 

 Industry, Communication, Misc > MS Series 

5-Band Multiport Branching System MS5X 


