FILTERS > VHF B.Ill Bandpass Filters > TC Series

VHF B.lll 4-Pole 140 mm Bandpass Filter

710 Max

TUNING DATA @

FEATURES

Full Band Tunability
Temperature Stabilization
DC Short

Output Monitor Probe
Modular Connector System

10-Year Warranty

OPTIONS

® Heat Sinks

e Forced Air Cooling
® Liquid Cooling

SPECIFICATIONS
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Code / Revision

A-TC4E140B /B

No. of Poles / Cavity Size

4-Pole / 140 mm

Frequency Range / Bandwidth

174-240 MHz / 6-8 MHz

Temperature Stability

< 2 kHz/K

Max Operating Temperature (Body)

65°C (149°F)

Environmental Conditions

-5 to +55°C (+23 to +131°F), IP60

Dimensions / Weight

320x378x710 mm / 30 kg (66 Ib.)

Output Monitor Probe

SMA Female

Connectors @ 2x 64 mm
D-PC64J
D-PC64K
D-PC64M
D-PC64N

Input; Output

1+5/8” FastLine Socket (Default)
1+5/8” FastLine Flange

3+1/8” FastLine Socket

3+1/8” FastLine Flange

Options @ 0-HS.03
0.FC.02
0-LC.02
0-HZ.03

Heat Sinks

Forced Air Cooling

Liquid Cooling

70°C (158°F) N.C. Thermoswitch

Liquid Cooling Interface @

3/8” NPT Male

Coolant / Liquid Flow

Glycol and Water 6 I/min (1.6 gal/min)

CCIR B Standard

FCC M Standard

Tuning Code / Bandwidth

T-4E.05/7 MHz

T-4E.04 /6 MHz

Max S.P. Input Power © 230 MHz 216 MHz
Default 12.0 kW 9.5 kW
with Heat Sinks 15.0 kW 11.0 kW
with Forced Air Cooling 30.0 kW 23.0 kW
with Liquid Cooling 27.5 Kw 21.0 kW

Efficiency (Typ.) 97% 96%

Insertion Loss

174 MHz 230 MHz
V.C. <0,13dB <0.15dB

74 MHz 216 MHz
V.C. <0,15dB <0.18dB

Selectivity

V.C. -5.5/+11 MHz >40dB
V.C.-11/+16.5 MHz >24dB

V.C. -4.5/+9 MHz >40dB
V.C. -9/+13.5 MHz > 24 dB

Harmonic Attenuation

> 50 dB up to 500 MHz

> 50 dB up to 500 MHz

Return Loss (VSWR)

> 26 dB (1.11)

> 26 dB (1.11)

Group Delay Variation

<25ns

<25ns

(™ Default configuration @ Other Connectors, Options, Tunings available © Altitude < 1500 m (4.900 ft.), Free air, Ambient temp. < 30 °C (86 °F)

Information contained in this datasheet is proprietary

Data subject to change without notice
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